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WHEELS

BEARING CODES

Code Type Bore I. D.

83

PLAIN BORE

1/2
84 1-3/16
85 1-15/16
88 3/4

97 04 W/ SPANNER 
 TO 1/2" ID

1/2" ID 
AFTER 

SPANNER
99 1/2 TO 3/8 TOP HATS 3/8
01

ROLLER BEARING

5/8
02 5/8
03 3/4
04 3/4

05 STAINLESS ROLLER 
BEARING 3/4

09 CAGED ROLLER  
BEARING 3/4

24

ROLLER BEARING

1
26 1-1/4
31 1-1/4
33 1-1/4

•	 Phenolic resin filled with fiber glass for  
high-temperature resistance

•	 Durometer: Shore D 95 (+/-5)
•	 Temperature range: -40°F to 475°F 

continuous, 525°F intermittent
•	 All load capacities are rated for room 

temperatures

 � HT� – HIGH-TEMP PHENOLIC WHEELS

Wheel   
Diameter

Tread  
Width

Hub  
Length 

Load  
Capacity Part #

Replace ** with desired Bearing Code.

Plain Bore Roller Bearings

3 1-1/4 1-3/8 200 HT30GQ** 83, 97, 99
3.25 1-1/2 1-5/8 400 HT34HQ** 83, 84 01, 03

4
1-1/4 1-3/8 250 HT40GQ** 83, 97, 99
1-1/2 1-5/8 400 HT40HQ** 83, 84, 88 01, 03

2 2-3/16 600 HT400JQ** 84, 88 02, 04, 05, 09, 92

5 1-1/4 1-3/8 300 HT50GQ** 83, 97, 99
2 2-3/16 750 HT50JQ** 84, 88 02, 04, 05, 09, 92

6 2 2-3/16 900 HT60JQ** 84, 88 02, 04, 05, 09, 92
2 (STRAIGHT SIDED) 1100 HT60TQ** 84 02, 04, 05, 09, 92

8 2 2-3/16 1100 HT80JQ** 84, 88 02, 05, 09, 92
3 3-1/4 1900 HT80LQ** 85 24, 26

10 3 3-1/4 2400 HT10LQ** 85 24, 26

12 3 3-1/4 2600 HT12LQ** 85 24, 26
3.5 4-1/4 3000 HT12MQ** 86 31, 33

Disclaimer: Not recommend for steam washer or any high humidity environment

•	 Exclusively engineered non-silicon rubber
•	 Cushioned, quiet ride and excellent floor 

protection
•	 Stainless steel core for corrosive, wash  

down and clean environment and aluminum  
core for bakeries

•	 Exceptional resistance to waster, oil grease, 

most acids, chemicals and cleaning solutions
•	 Durometer: 75 Shore A (+/-5)
•	 Temperature range: -40°F to 350°continuous  

6 hours, 400°F intermittent
•	 All load capacities are rated for room 

temperatures

 � BF/SL� – STEROLLIZER® WHEELS

MADE IN USA

Wheel Diameter Tread Width Bore I. D. Type of Bearing Hub Length Load Capacity Part # Core Material

4

1-1/4 3/8 PLAIN 1-9/16 300 BF40GC83 ALUMINUM1-1/2 3/8 S. S. PRECISION 1-5/8 350 BF40HC61
1-1/4 3/8 PLAIN 1-9/16 300 SL40GC83

STAINLESS1-1/2 3/8 S. S. PRECISION 1-5/8 350 SL40HC61

5 3/8 S. S. PRECISION 1-5/8 350 SL50HC61
2 1/2 BRONZE BUSHING 2-3/16 450 SL50JCB8

DURABLE SUPERIOR CASTERS®




